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110066 SHINGLES

Harmony – Fibreglass Shingles
Specifications:
• Dimensions (approx.): 986 mm x 333
mm (38 13/16” x 13 1/8”)
• Exposure: 143 mm (5 5/8”)
• Shingles/Bundle: 22
• Coverage/Bundle: 3.1 m2 (33.3 sq. ft)

Use Yukon for Hip & Ridge

• Roof Slope/(min.): 1:3 (4” in 12”)
• Spec./Compliance: CSA A123.5M-98,

ASTM D3462, ASTM D3018
Fire Resistance Class A

• Warranty: 35 years
• Wind Protection: 145 km/h (90 mph)

The Architect Collection

Everest – Fibreglass Shingles
Specifications:
• Dimensions (approx.): 1016 mm x 356
mm (40” x 14”)
• Exposure: 152 mm (6”)
• Shingles/Bundle: 20
• Coverage/Bundle: 3.1 m2 (33 sq. ft)

Use Yukon for Hip & Ridge
• Roof Slope/(min.): 1:3 (4” in 12”) 

• Spec./Compliance: CSA A123.5M-98,
ASTM D3462, ASTM D3018, Fire
Resistance Class A

• Warranty: 40 years
• Wind Protection: 160 km/h (100 mph)

Mystique – Fibreglass Shingles
Specifications:
• Dimensions (approx.): 986 mm x 333
mm (38 13/16” x 13 1/8”)
• Exposure: 143 mm (5 5/8”)
• Coverage: 3.1 m2 (33.3 ft2)

Use Dakota for Hip & Ridge
• Weight (approx): 36.4 kg (80 lb)
• Shingles/Bundle: 20

• Bundles/Pallet: 48
• Class A Fire Resistance
30-Year Fibreglass Warranty
130 km/h (80 mph) Wind Warranty*
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3-Tabs – The Classic Collection

Dakota – Fibreglass Shingles

Specifications:
• Dimensions (approx.): 1m x 336 mm (39 3/8” x 13 1/4”)
• Exposure: 143 mm (5 5/8”)
• Shingles/Bundle: 21
• Coverage/Bundle: 3 m2 (32.3 sq. ft) or 9 linear m (29.6 linear ft) if used as 

Hip & Ridge
• Roof Slope/(min.): 1:3 (4” in 12”)

Using Low Slope application: 1:6 (2” in 12”) warranty reduced to 12 years
• Spec./Compliance: CSA A123.5M-98, ASTM D3462, ASTM D3018, Fire Resistance

Class A
• Warranty: 25 years
• Wind Protection: 115 km/h (70 mph)

Yukon – Fibreglass Shingles

Specifications:
• Dimensions (approx.): 1m x 336 mm (39 3/8” x 13 1/4”)
• Exposure: 143 mm (5 5/8”)
• Shingles/Bundle: 21
• Coverage/Bundle: 3 m2 (32.3 sq. ft) or 9 linear m (29.6 linear ft) if used as 

Hip & Ridge
• Roof Slope/(min.): 1:3 (4” in 12”)

Using Low Slope application: 1:6 (2” in 12”) warranty reduced to 12 years
• Spec./Compliance: CSA A123.5M-98, ASTM D3462, ASTM D3018, Fire Resistance

Class A
• Warranty: 30 years
• Wind Protection: 130 km/h (80 mph)
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110088 SHINGLES

Rampart – Organic Shingles

Specifications:
• Dimensions (approx.): 1m x 336 mm (39 3/8” x 13 1/4”)
• Exposure: 143 mm (5 5/8”)
• Shingles/Bundle: 21
• Coverage/Bundle: 3 m2 (32.3 sq. ft)
• Roof Slope/(min.): 1:3 (4” in 12”)

Using Low Slope application: 1:6 (2” in 12”)
• Spec./Compliance: CSA A123.1M-98, ASTM D225, Type III Fire Resistance Class C
• Warranty: Rampart - 25 years
• Wind Protection: Rampart - 130 km/h (80 mph),

Tradition – Organic Shingles

Specifications:
• Dimensions (approx.): 1m x 336 mm (39 3/8” x 13 1/4”)
• Exposure: 143 mm (5 5/8”)
• Shingles/Bundle: 21
• Coverage/Bundle: 3 m2 (32.3 sq. ft) or 9 linear m (29.6 linear ft) if used as 

Hip & Ridge
• Roof Slope/(min.): 1:3 (4” in 12”)

Using Low Slope application: 1:6 (2” in 12”) 
• Spec./Compliance: CSA A123.1M-98, ASTM D225, Type III Fire Resistance Class C
• Warranty: 30 years
• Wind Protection: 145 km/h (90 mph)

3-Tabs – The Classic Collection
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Eclipse – Organic Shingles
Specifications:
• Dimensions (approx.): 1016 mm x
356 mm (40” x 14”)
• Exposure: 152 mm (6”)
• Shingles/Bundle: 15
• Coverage/Bundle: 2.3 m2 (25 sq. ft)

Use Tradition for Hip & Ridge

• Roof Slope/(min.): 1:3 (4” in 12”)
• Spec./Compliance: CSA A123.1M-98,

ASTM D225, Type III Fire Resistance
Class C

• Warranty: Lifetime
• Wind Protection: 175 km/h 

(110 mph)

Citadel – Organic Shingles
Specifications:
• Coverage: 3 m2 (32.3 ft2)
• Weight (approx): 31.7 kg (70 lb)
• Shingles/Bundle: 21
• Bundles / Pallet: 60
20-Year 5-Star Warranty
115 km/h (70 mph) Wind Warranty

Starter Strip – Organic
Shingles
Specifications:
• Coverage: 21 lin. m. (69 lin. ft.)
• Weight (approx): 19 kg (42 lb)
• Shingles/Bundle: 21
• Bundles/Pallet: 91

EEAASSTTEERRNN  CCAANNAADDAA
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111100 SHINGLES

The Designer Collection

Mirage GS - Fibreglass Shingles

Specifications:
• Dimensions (approx.): 1m x 336 mm (39 3/8” x 13 1/4”)
• Exposure: 143 mm (5 5/8”)
• Shingles/Bundle: 21
• Coverage/Bundle: 3 m2 (32.3 sq. ft) 
• Roof Slope/(min.): 1:3 (4” in 12”)
• Spec./Compliance: CSA A123.1-98, ASTM D225, Type III Fire Resistance Class C
• Warranty: 30 years
• Wind Protection: 130 km/h (80 mph)

Roofmaster – Organic Shingles

Specifications:
• Dimensions (approx.): 1m x 343 mm (39 3/8” x 13 1/2”)
• Exposure: 143 mm (5 5/8”)
• Shingles/Bundle: 21
• Coverage/Bundle: 3 m2 (32.3 sq. ft) 
• Roof Slope/(min.): 1:3 (4” in 12”)
• Spec./Compliance: CSA A123.1-98, ASTM D225, Type III Fire Resistance Class C
• Warranty: 25 years
• Wind Protection: 145 km/h (90 mph)
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Laminated Shingles

Laminated to provide a remarkable dimensional thick-
ness, not only for strength, durability, and weather
Resistance, but also to create an extraordinarily beautiful
look for your home. Manufactured in a larger size with
more exposure to create a high definition “shake” look for
your roof. Its double layer construction, using an extra-
heavy fibreglass mat and tough modified sealant, pro-
vides superior durability and wind resistance.

• Extra heavyweight fibreglass asphalt shingle
• Laminated architectural design
• Cambridge LT features an algae resistant granule
• Limited wind warranty coverage up to:
- 145 km/h (90 mph); if installed with 6 nails and
manually sealed - 177 km/h (110 mph) for Cambridge LT†

-112 km/h (70 mph) for Cambridge 30†

-128 km/h (80 mph) for Roofshake 40†

• Product meets IRC wind code requirements
• Limited Lifetime, 40 year, or 30 year warranty†

• 10 year or 5 year IKO “Iron Clad” protection†

Length
1038 mm (40-7/8”)
Width
349 mm (13-3/4”)
Exposure
149 mm (5-7/8”)

Note: All values shown are approximate.

CSA A123.5
CSA A123.51
CSA A123.52
ASTM D3462
ASTM D3018
ASTM D3161
ASTM E108 Class “A”
Fire Resistance Rating

Specifications Standards

Cambridge LT
• Limited lifetime warranty
• 2.32 m2/bdl (25 sq. ft.)
Cambridge 30
• 30 Year limited warranty
• 3.1 m2/bdl (33.3 sq. ft.)

Roofshake 40
• 40 year limited warranty
• 3.1 m2/bdl (33.3 sq. ft.)

EE--MMAAIILL

info@canadaspecialty.com
WWEEBB

www.canadaspecialty.com



111122 SHINGLES

• Fibreglass asphalt shingle
• Laminated appearance
• Patented manufacturing process
• Designer shingle
• Class “A” Fire Resistance Rating††

• Limited wind warranty coverage up to
97 km/h (60 mph)†

• Limited 30-Year warranty
• 5 year IKO “Iron Clad” protection†

† See Limited Warranty for details.

RENAISSANCE GXL 30

TRADITIONAL
3-Tab Design Shingles
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• IKO-SBS modified asphalt coating
• Fibreglass asphalt shingle
• Laminated architectural design
• Featuring an algae resistant granule
• Independently tested to meet UL 2218,

Class 4 impact resistance*
• Class “A” Fire Resistance Rating††

• Limited wind warranty coverage up to:
145 km/h (90 mph); if installed with 8
nails and manually sealed - 177 km/h
(110 mph)

• Limited Lifetime Warranty†

• 7 year IKO “Iron Clad” protection†

† See Limited Warranty for details.

RoofGard-SB
Synthetic Underlayment

When it comes to protecting your home, 
what’s underneath counts!

• IKO Roofgard-SB forms an effective
water-shedding barrier under shingles
or alternative roofing materials.

• Even in cold weather, it’s incredibly 
flexible, and easy to work with.

• IKO RoofGard-SB has an advanced,
three-layer structure which provides 
outstanding strength, durability and 
tear-resistance.

• All three layers contain UV stabilizers, 
so that IKO RoofGard-SB can be used 
as a temporary roof covering for up to 6
months without breaking down and with
no loss of performance.

• IKO RoofGard-SB is compatible for
use with IKO self-adhered Ice &
Water Protectors.

EEAASSTTEERRNN  CCAANNAADDAA
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111144 SHINGLES

¨

Class A fibre glass shingle
Lifetime limited transferable warranty
Group or institutional ownership: 50-year limited 

transferable warranty
10-year SureStartTM protection
10-year 110 mph wind-resistance warranty
15-year StreakFighterTM warranty
Weight: 425 lbs. per square
Size: 18” x 36” - 8” exposure
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161, Class “F”, 110 mph wind resistance
Bundles per square - 5

Class A fibre glass shingle
Lifetime limited transferable warranty
Group or institutional ownership: 50-year limited 

transferable warranty
10-year SureStartTM protection
10-year 110 mph wind-resistance warranty
15-year StreakFighterTM warranty
Weight: 355 lbs. per square
Size: 18” x 36” - 8” exposure
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161, Class “F”, 110 mph wind resistance
Bundles per square - 5

Class A fibre glass shingle
Lifetime limited transferable warranty
Group or institutional ownership: 50-year limited 

transferable warranty
10-year SureStartTM protection
10-year 110 mph wind-resistance warranty
15-year StreakFighterTM warranty
Weight: 355 lbs. per square
Size: 18” x 36” - 8” exposure
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161, Class “F”, 110 mph wind resistance
Bundles per square - 5

Grand Manor Shangle®

Centennial SlateTM

Carriage House ShangleTM
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¨

Class A fibre glass shingle
Lifetime limited transferable warranty
Group or institutional ownership: 50-year limited 

transferable warranty
10-year SureStartTM protection
10-year 110 mph wind-resistance warranty
15-year StreakFighterTM warranty
Weight: 480 lbs. per square
Size: 14 1/4” x 40” - 4” exposure
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161, Class “F”, 110 mph wind resistance
Bundles per square - 6

Presidential Shake 
TL UltimateTM

Class A fibre glass shingle
Lifetime limited transferable warranty
Group or institutional ownership: 50-year limited 

transferable warranty
5-year SureStartTM protection
5-year 110 mph wind-resistance warranty
10-year StreakFighterTM warranty
Weight: 300 lbs. per square
Size: 12” x 36” - 5” exposure
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161 wind resistance
Bundles per square - 4

Independence Shangle®

Class A fibre glass shingle
Lifetime limited transferable warranty
10-year SureStartTM protection
10-year 110 mph wind-resistance warranty
15-year StreakFighterTM warranty
Weight: 355 lbs. per square
Size: 14 1/4” x 40” - 4” exposure
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161, Class “F”, 110 mph wind resistance
Bundles per square - 5

Presidential ShakeTM
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Class A fibre glass shingle
Lifetime limited transferable warranty
Group or institutional ownership: 50-year limited 

transferable warranty
10-year SureStartTM protection
10-year 110 mph wind-resistance warranty
15-year StreakFighterTM warranty
Weight: 340 lbs. per square
Size: 13 1/4” x 39 3/8” - 5 5/8” exposure
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161, Class “F”, 110 mph wind resistance
Bundles per square - 4
Impact resistant version available (select colors)

Landmark TL UltimateTM

¨

Class A fibre glass shingle
40-year limited transferable warranty
5-year SureStartTM protection
10-year 110 mph wind-resistance warranty
10-year StreakFighterTM warranty
Weight: 235 lbs. per square
Size: 18” x 36” - 8” exposure
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161, Class “F”, 110 mph wind resistance
Bundles per square - 3

Hatteras®

Weight: 300 lbs. per square
Lifetime limited transferable warranty
10-year SureStartTM warranty
10-year 90 mph wind-resistance warranty*

40-year limited transferable warranty

Weight: 250 lbs. per square
30-year limited transferable warranty
5-year SureStartTM warranty
5-year 70 mph wind-resistance warranty*

Class A fiber glass shingle
Two-piece laminated shingle
10-year StreakFighterTM warranty
Size: 13 1/4” x 38 3/4” - 5 5/8” exposure
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161 wind resistance
Bundles per square - 4
*Upgraded wind warranty available

LandmarkTM Premium

LandmarkTM Canada

LandmarkTM

SHINGLES
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Class A fibre glass shingle
30-year limited transferable warranty
5-year SureStartTM protection
5-year 70 mph wind-resistance warranty
Weight: 245 lbs. per square
Size: 12” x 36” - 5” exposure
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance rating
ASTM D3161 wind resistance
Bundles per square - 3

New Horizon ShangleTM

Class A fibre glass shingle
30-year limited transferable warranty
5-year SureStartTM protection
5-year 70 mph wind-resistance warranty
10-year StreakFighterTM warranty
Weight: 245 lbs. per square
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance
ASTM D3161 wind resistance
Bundles per square - 3

XTTM 30

Class A fibre glass shingle
25-year limited transferable warranty
5-year SureStartTM protection
Weight: 225 lbs. per square
Miami-Dade Product Control Acceptance
ASTM D3018 Type I
UL certified to meet ASTM D3462
UL 790 / ASTM E108 Class A fire resistance
ASTM D3161 wind resistance
Bundles per square - 3

XTTM 25

SHINGLES

EEAASSTTEERRNN  CCAANNAADDAA

1-888-749-7777
WWEESSTTEERRNN  CCAANNAADDAA

1-866-338-7727



111188

CertainTeed Starter
Metric

CertainTeed Starter
English

High-Performance Starter

Presidential Starter

Shangle Ridge Accessory

Hatteras Accessory

Hallmark Accessory

Presidential Accessory

Shadow Ridge

Swiftstart

ElevationRidgeTM

(10” x 38 3/4”), 5 5/8” exposure, 25 shingles per bundle
Linear coverage 80 ft. per bundle

(10” x 36”), 5” exposure, 25 shingles per bundle
Linear coverage 75 ft. per bundle

Starter Course shingle specifically for use with Grand
Manor, Centennial Slate and Hatteras; 10” x 36”; 102 
lineal ft. per bundle; 34 shingles per bundle

Required for Presidential Shake TL Ultimate and
Presidential Shake; 13 1/4” x 40” (required double
layer); 36’ 6” lineal ft. per bundle (based on 2 layer
application); 22 shingles per bundle

Hip and ridge for Grand Manor Shangle, Centennial Slate
and Carriage House Shangle; 10’ lineal feet per bundle;
15 shingles per bundle

Hip and ridge for Hatteras Shingles; 36’ lineal feet per
bundle; 18 shingles per bundle

Hip and ridge for Hallmark Shangle; 30’ lineal feet per
bundle; 24 shingles per bundle

Hip and ridge for Presidential Shake TL Ultimate and
Presidential Shake; 30’ lineal feet per bundle; 24 shin-
gles per bundle

Hip and ridge for Landmark TL Ultimate, Landmark
Series, Independence, Woodscape, Classic Horizon and
New Horizon Shangle; 30’ lineal feet per bundle; 24
shingles per bundle

CertainTeed Swiftstart metric starter shingle is designed
specifically for use with CertainTeed LandmarkTM Series
Shingles. Code-compliant, meets min. 2” headlap
requirement for metric shingles. Each 18-piece bundle
covers 116 linear feet. Recommended for use to obtain
enhanced warranties

Hip and ridge for Presidential Shake TL Ultimate,
Presidential Shake, Landmark TL Ultimate, Landmark
Series, Woodscape, Independence, New Horizon, Classic
Horizon and CertainTeed Traditional (strip) Shingles; 30’
lineal feet per bundle

RESIDENTIAL



111199ENVIROSHAKE

Enviroshake¨ is engineered
to acurately replicate the
look of 3 to 4 year old
cedar and comes with a 50
year warranty.

• Maintenance and Worry free
• Mold, Mildew and Insect Resistant
• Will Not Warp, Crack, Blister or

Peel
• Hail Resistant
• Can Install with Air-Nailer
• Less Waste

Packaging
5 bundles of 26 various shake profiles (130 pcs. -
12” x 20”) per Square (100 sq. ft of coverage at a
9” maximum exposure - add extra for starter row)
35 bundles (7 square) per skid
Shakes ordered by the bundle - Caps ordered indi-
vidually by pitch required
(total linear feet of ridge or hip divided by .75=# of
caps required)

Weight
Each shake/cap has an average weight of 2.3 lbs.
Bundle=60 lbs
Square=300 lbs
Skid=2,300 lbs

Colour
Dark Brown/Grey. Within 3 to 9 months the product
will “silver” similar to that of a 3 to 4 year old cedar
roof

Testing
CCMC Reg.# 13105-R
BMEC Approved
DADE PA 100-95 (Wind-Driven Rain Resistance to
170kph-Pass)
ASTM 3161 (Wind Resistance Pass)
ASTM C666 (Freeze/Thaw Resistance-Pass)
ASTM D570-95 (Water Absorption Testing-Pass)
ASTM D1037 (Nail Pull Test-Pass)
UL2218 Level 3 (Hail Resistance-Pass)
UV Testing-2000 hours Accelerated Weather
Testing-Pass
Class C Fire Rating-Pass
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112200 CEDAR SHAKES and SHINGLES

Handsplit & Resawn Red Cedar Shakes

Grades: Premium Grade: clear heartwood, 100% edge grain
Number 1 Grade: clear heartwood, maximum 20% flat grain  

Lengths: 24-inch (610 mm), 18-inch (455 mm)
Thickness: 1/2-inch (13 mm) Medium, 3/4-inch (19 mm) Heavy, minimum butt thickness
Width: Random, 4-inch (100 mm) minimum, 14-inch (350 mm) maximum
Roof Pitch: 4:12 minimum (lower slopes require special application).

Normally in stock - Number 1 Grade Premium Select

Taper-Sawn Red Cedar Shakes

Grades: Premium Grade: clear heartwood, 100% edge grain
Number 1 Grade: clear heartwood, maximum 20% flat grain
Number 2 Grade: lower half is clear, flat and cross grains allowed, tight knots and defects 

allowed in upper half
Lengths: 24-inch (610 mm), 18-inch (455 mm)
Thickness: 5/8-inch (16 mm) Medium butt thickness, (1/2-inch (13 mm) on Number 2 Grades),

3/4-inch (19 mm) Heavy, minimum butt thickness
Width: Random, 4-inch (100 mm) minimum, (33-inch on Number 2 Grades), 14-inch (350 mm) max.
Roof Pitch: 4:12 minimum (lower slopes require special application).

EXPOSURE:
Pitch 24-inch Premium & No. 1 Blue Label 18-inch Premium & No. 1 Blue Label
4:12 or > 10” 7-1/2” 7-1/2” 5-1/2”

250 mm 190 mm 190 mm 140 mm
Walls 10-1/2” 10” 8-1/2” 7-1/2”

263 mm 250 mm 210 mm 190 mm

EXPOSURE:
Pitch 24-inch Premium & No. 1 Blue Label 18-inch Premium & No. 1 Blue Label
4:12 or > 10” 7-1/2” 7-1/2” 5-1/2”

250 mm 190 mm 190 mm 140 mm
Walls 10-1/2” 10” 8-1/2” 7-1/2”

263 mm 250 mm 210 mm 190 mm

� Premium Select
� Regular{



112211CEDAR SHAKES and SHINGLES

Red Cedar Shingles

Grades: Number 1 Grade: clear heartwood, 100% edge grain, no defects
Number 2 Grade: clear face from butt end – 11-inch on 18-inch shingles and 16-inch on
24-inch shingles, limited sapwood and flat grain, limited knots and defects above clear portion
Number 3 Grade: clear face from butt end – 6-inch on 18-inch shingles and 10-inch on
24-inch shingles, limited sapwood and flat grain, limited knots and defects above clear portion

Lengths: 16-inch (405 mm) FIVE X
24-inch (610 mm) ROYALS
18-inch (455 mm) PERFECTIONS

Thickness: 5 / 2-inch (5 / 50 mm) FIVE X
4 / 2-inch (4 / 50 mm) ROYALS
5 / 2-1/4-inch (5 / 55 mm) PERFECTIONS

Width: Random, 4-inch (100 mm) minimum, (with 10% 3-inch and wider), (3-inch, 75 mm on 
Number 3 Grades), 14-inch (350 mm) maximum

Roof Pitch: 4:12 minimum (lower slopes require special application).

EXPOSURE:

16-inch 18-inch 24-inch
FIVE X Perfections Royals

Pitch #1 #2 #3 #1 #2 #3 #1 #2 #3
Blue Label Red Label Black Label Blue Label Red Label Black Label Blue Label Red Label Black Label

3:12 3-3/4” 3-1/2” 3” 4-1/4” 4” 3-1/2” 5-3/4” 5-1/2” 5”
95 mm 90 mm 75 mm 105 mm 100 mm 90 mm 145 mm 140 mm 125 mm

4:12 or > 5” 4” 3-1/2” 5-1/2” 4-1/2” 4” 7-1/2” 6-1/2” 5-1/2”
125 mm 100 mm 90 mm 140 mm 115 mm 100 mm 190 mm 165 mm 140 mm

Walls 10” 10” 6” 8-1/2” 8-1/2” 6” 11-1/2” 11-1/2” 10”
250 mm 250 mm 150 mm 210 mm 210 mm 150 mm 290 mm 290 mm 250 mm

Normally in stock   #1 Perfections

EEAASSTTEERRNN  CCAANNAADDAA
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The Look and
Feel of Natural
Slate or Cedar
Step in a new
direction where
tradition meets
innovation and
beauty accompa-
nies strength in a
revolutionary 
premium  roofing
product, Majestic
Slate Tileª. 

Manufactured by
EcoStarª, the
leading manufac-
turer of premium
steep slope 
roofing products,
Majestic Slate Tile
combines todayÕs
best materials into
an exciting roofing 
product for home and
business alike.

Majestic Slate was
designed to emulate the
look and feel of natural
slate. In comparison to
natural slate, Majestic
Slate is a quarter of the
weight and is produced
using some of todayÕs
strongest, most flexible
materials, rubber (EPDM)
and plastic (TPO).

Technical Information
• Lightweight
• UL Listed Class A Fire Resistance 
(UL790) Available

• UL Listed Class C Fire Resistance 
(UL790)

• Class 4 Impact Resistance UL Listed 
(UL2218)

• State Farm Listed
• Nail Pull Through ASTM D3163
• Prolonged UV Exposure ASTM 626-
95
• 100 MPH Wind Warranty Available
• 50-Year Product Warranty Available

SHINGLES
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Majestic Slateª is a polymeric slate tile created to provide
the look and feel of natural slate. Majestic Slate is manu-
factured in a number of different styles as shown here.

Celestial Slateª is a polymeric slate tile created to provide
the look and feel of natural slate, with the added benefit of
a U.L. Class A listing. Celestial Slate is manufactured in a
number of different styles as shown here.

Seneca Cedar Shake Tilesª provide the look of natural
hand split shake roofing. The tiles are provided in three
sizes: 6Ó, 9Ó and 12Ó wide by 19Ó long. All sizes are pack-
aged in every bundle to provide a truly random, natural
appearance when installed. Seneca Shake is available as
a Class C and Class A material.

Titus Tilesª are designed to have the look of a unique
ceramic and cementitious tile system. Titus Tilesª are
designed to provide a distinctive aesthetic appearance on
projects with large roof areas. Titus Tilesª are made in
both a Class C and Class A formulation.

SLATE
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112244 INSPIRE

Stands up to the toughest weather and the
harshest conditions. Either Class A or Class
C Fire rating, Class 4 Hail, 110 MPH wind
uplift ratings. Excellent weathering proper-
ties, just like natural slate. Impermeable to
water, won’t lift, cup, warp, break or delami-
nate. Backed by a 50-year transferable limit-
ed warranty.

No bending or blending on the job site,
allowing greater productivity. Lightweight
with large nail guides, accuracy alignment
tabs creates a perfect fit.

A color-through process is used to make
InSpire slate. It’s offered in the broadest color
palette in the industry - 7 standard, 11 premi-
um and 7 blends. Colors remain consistent
from one order to the next, year after year.

The natural beauty of random textures and
edges that is seen in authentic slate.

True to the environment. 100% recyclable
blend of natural limestone and virgin resins.
Green Building approved.
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InSpire Tile
Ridge Cap

Starter Piece

Snow Guard

InSpire can be installed at 6”, 6 1/2”, 7”, 7 1/2”, or 8” exposures

INSPIRE

EEAASSTTEERRNN  CCAANNAADDAA

1-888-749-7777
WWEESSTTEERRNN  CCAANNAADDAA

1-866-338-7727



112266 ROOFING SLATE

We purchase our slate from a third 
generation family business which  has provided 

the best quarried stone available since 1916. 

We offer ten exquisite colours and we can match 
any slate roof that has ever been applied. 

Slate also comes in many different sizes and textures and 
can create an aesthetically pleasing design you desire. 

Each and every piece of our slate is cut by hand and split by
eye to ensure the highest quality product available.

We purchase our slate from a third 
generation family business which  has provided 

the best quarried stone available since 1916. 

We offer ten exquisite colours and we can match 
any slate roof that has ever been applied. 

Slate also comes in many different sizes and textures and 
can create an aesthetically pleasing design you desire. 

Each and every piece of our slate is cut by hand and split by
eye to ensure the highest quality product available.

SSllaattee  CCoolloouurrss
SSeemmii--WWeeaatthheerriinngg  GGrraayy--GGrreeeenn:: Exceedingly strong and tough; also lowest in price
of any slate. Grayish-Green in colour when quarried. Some slate (10-25%) gradually
change to soft tones of Buffs and Tans after exposure to the weather, adding variety and
interest to the roof, but in no way affecting its durability. This slate blends well with any
type of stone or frame structure and is also used as the basic percentage, usually 50%, in
roofs where several colours are mixed.
VVeerrmmoonntt  BBllaacckk:: A grade-A rough texture slate. Absolutely no disintegration. primarily
unfading but can experience some slight weathering.
UUnnffaaddiinngg  GGrraayy:: A light Gray-Green slate with some clouded grayer markings.
UUnnffaaddiinngg  MMoottttlleedd  GGrreeeenn  &&  PPuurrppllee:: A Vermont slate of unusual colour, ranging in
soft shades of Purple & Green, from Purple predominating to Green predominating.
SSeemmii--WWeeaatthheerriinngg  GGrraayy  ((LLiigghhtt)):: Battleship gray colour with some weathering to
Buff and Tan
RRooyyaall  PPuurrppllee:: A beautiful,nearly clear, Dark Purple Slate. Some pieces may have small
markings of Green, but are predominantly Purple. Provides a contrasting roof for walls
of light shades, or harmonizing roof for brick walls. Some weathering to Buffs can occur.
MMoottttlleedd  GGrraayy--BBllaacckk:: Grayish background with mottlings of various shades of Gray-
Black. Can experience some weathering.
UUnnffaaddiinngg  GGrreeeenn:: A Vermont favourite, this slate is green with shades varying slightly
to light gray.
UUnnffaaddiinngg  RReedd:: a hard-vein Red slate similar in colour to Spanish mission tile.
UUnnffaaddiinngg  CClleeaarr  BBllaacckk:: A superior quality 3/16Ó - 1/4Ó smooth texture Black Slate,
the quality of our Vermont Slate, but imported from overseas.
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DECRA Tile
Specifications
Panel Size: 52” x 16-1/2”
Installed Exposure: 50” x 14-1/2”
Panels per square: 20
Installed Weight: 150 lbs.
per square

Features and Benefits:
• installed on battens
• lightweight (1.5 pounds per square

foot) and strong
• won’t crack, curl, split or rot
• non-combustible (Class A material)
• impact resistant - Class 4 impact resistance to UL 2218 by Underwriters

Laboratories (highest rating)
• walkable
• low maintenance
• long life
• non-porous, freeze/thaw resistant
• transferable 50-year limited warranty  120 MPH wind warranty

Composition:
DECRA tiles are pressure formed 26 gauge zinc/aluminum alloy coated steel with
an acrylic bonded stone coat finish.

Accessories Available:
Flat Sheet Stone Coated 16” x 6’ 6”
Barrel Trim Cap Stone Coated 16” Length
Barrel Trim Cap End Stone Coated
Side Flashing Stone Coated 6’ 6” Length
Underpan Zincalume 16” x 24”
Corrosion Resistant Screws Painted 1.5” Length
3.5” Gutter Flashing Stone Coated 78” Length
5” Gutter Flashing Stone Coated 78” Length

RESIDENTIAL
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DECRA Villa Tile
Specifications:
1 panel covers 3.96 sq.ft.
Installed coverage per panel
39 3/8”W x 14.5”H (3.96 sq.ft. per panel)
26 GA zincalume steel base
Hidden fastener system
Installed without battens

Features and Benefits:
• Impact resistant - Class 4 to 

UL 2218 by Underwriters Laboratories 
(highest rating available)

• Lightweight (1.5 lbs. per sq. ft.)
• Won't crack, break, burn, curl, split or rot
• Foot Traffic Permissible (Walkable)
• Non-porous, freeze/thaw resistant
• Non-combustible (Class A Rated Material)
• Transferable 50-year limited warranty
• 120 mph wind warranty 
• Walkable
• Freeze Thaw Resistant

Complete Line of Accessories Available:
Hip and Ridge Trim Cap Stone Coated 14.5” Length
End Cap Stone Coated
Villa Tile Zincalume 6’6” Length
Villa Channel Zincalume 6’6” Length
Villa Tile Bird Stop Eave Stone Coated 60” Length
Villa Tile Bird Stop Ridge Stone Coated 60” Length
Flat Sheet Stone Coated 16” x 54” Length
Villa Tile Underpan Zincalume 16” x 54” Length
Villa Tile Screws Painted 1.5” Length
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DECRA Shake
Specifications:

Panel Size: 53” x 15-1/2”
Installed Exposure: 51” x

12-5/8”
Panels Per Square: 22.4

Installed Weight: 150 lbs. per
square

Features and Benefits:
• lightweight (1.5 pounds per square foot) and strong

• won’t crack, curl, split or rot
• non-combustible (Class A material)

• impact resistant - Class 4 impact resistance to UL 2218 by 
Underwriters Laboratories (highest rating)

• walkable
• low maintenance

• long life
• non-porous, freeze/thaw resistant

• transferable 50-year limited warranty  120 MPH wind warranty

Composition:
DECRA shake panels are pressure formed 26 gauge zinc/aluminum coated steel

with an acrylic bonded stone coat finish.

Accessories Available:
Flat Sheet Stone Coated 16” x 6’ 6”
Shake Trim Cap Stone Coated 14” Length
Shake Trim Cap End Stone Coated
Side Flashing Stone Coated 6’ 6” Length
Underpan Zincalume 16” x 24”
Corrosion Resistant Screws Painted 1.5” Length

RESIDENTIAL

EEAASSTTEERRNN  CCAANNAADDAA

1-888-749-7777
WWEESSTTEERRNN  CCAANNAADDAA

1-866-338-7727



113300 RESIDENTIAL

DECRA Shingle Plus
Specifications:

Installed Exposure: 49-
1/2” x 14-1/2”

Panels Per Square: 20
Installed Weight: 150 lbs. per

square

Features and Benefits:
• lightweight (1.5 pounds per square foot) and strong

• won’t crack, curl, split or rot
• non-combustible (Class A material)

• impact resistant - Class 4 impact resistance to UL 2218 by Underwriters
Laboratories (highest rating)

• walkable
• low maintenance

• long life
• non-porous, freeze/thaw resistant

• transferable 50-year limited warranty  120 MPH wind warranty

Composition:
DECRA shingles are pressure formed 26 gauge zinc/aluminum alloy coated steel

with an acrylic bonded stone coat finish.

Complete Line of Accessories Available:
Hip and Ridge Trim Cap Stone Coated 16” Length
Rake/Gable Channel Stone Coated 6’ 6” Length
Roof to Wall Accessory Zincalume 10’  Length
Underpan Zincalume 24.44” x 30”
Corrosion Resistant Screws Painted 1.5” Length
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DECRA Shingle
Specifications:
Panel Size: 51” x 21”
Installed Exposure: 49” x 19-3/4”
Panels Per Square: 15
Installed Weight: 125 lbs. per square

Features and Benefits:
• lightweight (1.25 pounds per

square foot) and strong
• won’t crack, curl, split or rot
• non-combustible (Class A material)
• impact resistant - Class 4 impact resistant to Ul 2218 by Underwriters 

Laboratories (highest rating)
• walkable
• low maintenance
• long life
• non-porous, freeze/thaw resistant
• Fast, easy installation (only 15 panels and 60 screws (or 90 nails) per square)
• transferable 50-year limited warranty  120 MPH wind warranty

Composition:
DECRA shingles are pressure formed 26 gauge zinc/aluminum alloy coated steel
with an acrylic bonded stone coat finish.

Complete Line of Accessories Available:
Hip and Ridge Trim Cap Stone Coated 26” Length
Rake/Gable Channel Stone Coated 6’ 6” Length
Roof to Wall Accessory Zincalume 10’ Length
Starter Edge Clip Zincalume 10’ Length
Underpan Zincalume 24.44” x 30”
Corrosion Resistant Screws Zincalume 1.5” Length
Shingle Valley Zincalume 78” Length
Shingle Valley Cap Stone Coated 78” Length

EE--MMAAIILL
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113322 STEEL SHINGLES

Lightweight, 
Recyclable and

Reflective
WAKEFIELD BRIDGEsteel shingles are at
least 60 percent lighter than asphalt shin-
gles, concrete and clay tiles, cedar shakes
and slate roofing. They are more resistant

than all of them with the exception of
heavy and costly slate and much stronger

than aluminum shingles.

WAKEFIELD BRIDGEsteel shingles are
manufactured from new and recycled steel.

Unlike common asphalt shingles made
from fossil fuels, they are not subject to

the fluctuations of world market oil prices.
Unlike discarded asphalt shingles clogging
our landfill sites, they are entirely recycla-

ble. Our steel shingles are protected by our
proven oven-baked PVDF paint system

with Kynar 500® resin and the most
advanced “Cool Roof®” solar reflection

technology ensuring exceptional protection
from solar radiation and reducing the cost

of summer air-conditioning.

The Superiority 
of Steel

Steel shingles carry the unquestionable
advantage of being long-lasting. They will
not rot, curl, crack, break, chip, peel and

perforate under normal use and minimum
maintenance. Have no fear of rain, ice, hail,

sleet, snow, wind, sun, frost and even
burning embers from forest fires.

Ask us about WAKEFIELD BRIDGE
long-life steel shingles and our 

50-year limited warranty.
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Fashionable and elegant clay roof tiles are manufactured utilizing
the finest European Craftsmanship. Each tile is scientifically
enhanced for appearance ensuring the highest standards in 
industry specifications and durability. Its surpassed 35 year 
transferable warranty leads the industry in quality assurance.

TRADITIONAL TILE

RENAISSANCE TILE

FIRED CLAY ROOF TILES

EEAASSTTEERRNN  CCAANNAADDAA

1-888-749-7777
WWEESSTTEERRNN  CCAANNAADDAA

1-866-338-7727



113344 GRACE WEATHER BARRIERS

Grace Ice & Water Shield®

Self adhered roofing underlayment for premium roof
leak protection.
Roll length: 75 ft. (22.9 m) Roll width: 36 in. (914 mm) 
Coverage: 225 sq. ft (20.9 sq. m)

Grace Ultra
Self adhered roofing underlayment for high
temperature applications.
Roll length: 70 ft. (21.3 m) Roll width: 34 in. (864 mm) 
Coverage: 198 sq. ft (18.4 sq. m)

Grace Select
Self adhered roofing underlayment for general purpose
roof leak protection.
Roll length: 65 ft. (19.8 m) Roll width: 36 in. (914 mm) 
Coverage: 195 sq. ft (18.1 sq. m)

Grace Basik
Granular surface self adhered roofing underlayment for
general roof leak protection.
Roll length: 50 ft. (15.2 m) Roll width: 36 in. (914 mm) 
Coverage: 150 sq. ft (13.9 sq. m)

Grace Bituthene 3000
Waterproof membrane
200 sq. ft. 3’ x 66.7’



113355GRACE WEATHER BARRIERS

Grace Roof Detail Membrane 
Self adhered flexible flashing for roof detail areas.
18.in. W: Roll length: 50 ft. (15.2 m) Roll width: 18 in. (457 mm)
9 in. W: Roll length: 50 ft. (15.2 m) Roll width: 99 in. (229 mm)

Grace Tri-Flex 30
Synthetic roofing underlayment.
10 sq. Roll: Roll length: 300 ft. (91.4 m) Roll width: 41.5 in. (1.05 m)

Grace Tri-Flex Xtreme
Synthetic Roofing Underlayment

Introducing Traction XT Skid 
Resistant Surface 
Perfect under shingles, tiles, slate, metal, 
or cedar shakes

Xtreme skid resistance – wet or dry
Our new Traction XT surface makes Grace Tri-Flex 
Xtreme a superior skid resistant roofing underlayment.

Xtreme durability
You can leave it exposed for up to 120 days. Perfect for when you have to dry in the roof.

Xtreme strength
Won’t tear away nails, even in high winds.

Xtreme coverage
Lighter than felt and covers more area. Fewer trips up the ladder.

Xtreme performance
Grace Tri-Flex Xtreme does everything you’ve always wished felt could do – and
more. It’s stronger and more durable, and it’s easier to install. So you only have to
do the job once. It’s perfect under shingles, tiles, slate, metal or cedar shakes.

EE--MMAAIILL
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Residential Roofing Products

Uses
Roof-Fastis designed for use on new or existing, low-slope commercial
or residential room additions, garages, carports, or anywhere the lack of
roof slope would indicate that it is not approp riate to install shingles.

Features/Benefits
� Easy, self-adhering peel and stick application

� Attractive ceramic granules like asphalt shingles

� Can be applied by a professional or Do-It-Yourselfer

� Outstanding "lay-flat" properties

� Superior flexibility to traditional materials at edges and tie-ins

� High-tech polymer modified asphalt instead of traditional oxidized asphalt

� Appropriate for roof slopes of 1:12 and greater. For slopes over 4:12, 
please contact IKO

� Self sealing around nails - the rubberized asphalt seals around correctly
installed nails

Product Size 
Coverage
Contents
Nominal Thickness 
Reinforcement
Colours

1 m x 10 m (39 3/8" x 32'8")
9.1 m 2 (98 square feet)

10 m 2 (108 square feet)
3 mm (120 mils)

polyester or fibreglass mat
Black, White, Weatherwood and Dual Brown

S P E C I F I C A T I O N S

RESIDENTIAL
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Features/Benefits

� Helps prevent water leakage due 
to ice dams and wind-driven rain

� Improved flexibility for superior performance

� Slip-resistant surface for safe application

� Self-adhesive for watertight sealing

� Self-sealing around 
roofing nails

� Meets most building 
code requirements

Use IKO GoldShield Premium Ice & Water Protector or 
ArmourGard Ice & Water Protector on these critical roof areas.

SS PP EE CC II FF II CC AA TT II OO NN SS

19.8m (65')
914 mm (36")

18.1 m2 (195 sq. ft.)
1.4 mm (55 mil)

Length 20.3 m (67’)
Width 914 mm (36”)
Roll Contents 18.58 m2 (200 sq. ft.)
Thickness 1 mm (40 mil)

GoldShield

19.8 m (65')
914 mm (36")

33 kg (73 lbs.)
18.1 m2 (195 sq. ft.)

1.6-1.8 mm (63-71 mils.)

Length
Width

Roll Weight (approx.)
Roll Contents (approx.)

Thickness (approx.)

ArmourGard 11  SSqquuaarree 22  SSqquuaarree
10.2 m (33' 4")
914 mm (36")

17.4 kg (39 lbs.)
9.2 m2 (100 sq. ft.)

1.6-1.8 mm (63-71 mils.)

24.4 m (80')
914 mm (36")

41 kg (90 lbs.)
22.3 m2 (240 sq. ft.)

1.8 mm (71 mils.)

Length
Width

Roll Weight (approx.)
Roll Contents (approx.)

Thickness (approx.)

ArmourGard (commercial grade)

ProTecto

Use IKO GoldShield Premium Ice & Water Protector, ArmourGard Ice & Water
Protector or ProTecto Standard Ice & Water Protector on these critical roof areas.

RESIDENTIAL
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WinterGuard™

WinterGuard™ is designed for use on roof
decks as a waterproofing underlayment
beneath shingle, slate, tile, or metal roofs to
prevent leakage due to water back-up from ice
dams or wind driven rain. It is most common-
ly used in critical areas such as roof eaves,
valleys and low slope applications.

WinterGuard is classified by UL to be a suit-
able underlayment for use in any UL Class A,
B, or C fire rated shingle system and is manu-
factured to meet ASTM A1970.

SureStart™ Protection
Because CertainTeed roofing products are
manufactured to the highest quality standards,
we confidently include the additional assur-
ance of SureStart™ protection with all

CertainTeed shingles. SureStart provides the strongest protection you can get in the vital early years
after your new roof has been installed.

Simply put, if a manufacturing defect is discovered during the SureStart peri-
od, CertainTeed will provide reimbursement of 100% of the cost of the shin-
gles and labor to repair the defective shingles or apply new shingles to
replace the defective shingles (exclusive of costs of tear-off and disposal,
except for Grand Manor, Carriage House, Presidential TL, and Landmark TL).

¨

Problem:
When snow and
ice melt, trapped
water can infiltrate
to damage the roof
deck and building
interior.

Solution:
WinterGuard is
installed under
shingled roofing to
prevent water
damage from ice
dams, as well as
wind driven rain.

This revolutionary high-performance underlay-
ment combines new technology with the best
attributes of true 15 and 30 lb. felt
• lays flat and is extremely resistant to wrin-

kling
• reduces the likelihood of slipping for

increased safety
• doesn’t tear away from fasteners when

walked on or in strong wind
• meets underlayment requirements for

CertainTeed Integrity Roof System™
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114411VINYL DECKING
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¥ FUN TO WATCH

¥ FUN TO 

PARTICIPATE IN

FASTEST SHINGLER
COMPETITION

FASTEST NAILER
COMPETITION

FASTEST SHINGLE
STRIPPER COMPETITION

Don’t miss out on our fastest shingler and other
competitions held annually. Phone for details.

Individual trophies are awarded to the winners of the various
competitions and categories. The fastest shingler overall is named
on our custom hatchet trophy (pictured), or our custom nailer 
trophy, and custom shingle stripper trophy.


